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AMERICAN WICK DRAIN manufactures SITEDRAIN Strip Drains as an effective 
alternative to traditional pipe and stone systems, providing subsurface water drainage 
at the base of structural walls. 

SITEDRAIN Sheet Drains are installed on the exterior of subsurface walls to intercept 
ground water before it reaches the structure. Sheet Drains are adhered to the wall 
with the filter fabric facing towards the soil, prior to backfill, using various attachment 
methods (adhesives, tape, nails, anchors, etc) and help to convey subsurface water 
down to the footing. 

SITEDRAIN Strip Drains are laid vertically at the footing, with the dimples facing towards 
the soil, right alongside the Sheet Drain, which allows a seamless transition and one 
complete system to help move the water horizontally away from the wall. Once the 
subsurface water flows into the core of the Strip Drain it will follow the path of least 
resistance through the open area of the core to the nearest point of exit (Fitting/Outlet). 
They must be held in place, prior to backfill, using mastic, adhesive, or mechanical 
fastener. Strip Drains must be installed continuously along the wall or perimeter.
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SITEDRAIN Sheet and Strip Drain products have their own inherent strength, eliminating 
the need for stone and allows contractors to use on-site soils, which can greatly reduce 
the overall cost of the project. No stone is required. 

The crush strength of the core also resists damage during installation, with the high tear 
and puncture strength of the fabric insuring that there is no damage during backfilling.

SITEDRAIN Strip Drains are crafted with geotextiles and specially designed drainage cores 
for a more earth-friendly approach to drainage than traditional pipe and stone.

SITEDRAIN Strip Drains require less materials and deliver more efficient results.

 
Over 60% open area for water collection, compared to just 3%-5% for perforated pipes 
Allows maximum collection with minimized clogging potential 
No heavy equipment required, saves time in equipment, materials, and manpower

SITEDRAIN Strip Drains are often half the cost of pipe and stone. 

Typical roll sizes used at the base of structural walls are 6” x 150’ (or) 12” x 150’, along 
with AWD’s complete line of fittings that convert collected water from prefabricated strip 
drains to pipe for evacuation to daylight. 

In every instance where AWD’s SITEDRAIN Sheet Drain is being used, the SITEDRAIN Strip 
Drain should also be used alongside to provide a complete system to help convey the 
subsurface water away from structural walls. 

Please contact your local distributor or AWD at 800-242-9425 for more information. 
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